NMOLUMER

TENIiS KORT BOYASI

URUN TANIMI

Akrilik esasli, kopolimer, viskozitesi yuksek elastomerik sivi plastik kaplama boyasidir.
Kullanim Alanlari
Tenis kortlarinda,
Voleybol ve basketbol sahalarinda,
Guvenlik amacl yol koridorlarinin olusturulmasinda,
Bisiklet ve yaya yollarinin belirlenmesinde,
Her tiirlG asfalt ve beton zeminlerin koruyucu olarak kaplanmasi ve boyamasinda,
Toplu tasima aracglarina ait parklarda, bahgelerde ve cocuk oyun sahalarinin beton ve asfalt zeminlerinin koruyucu ve
dekoratif amagh boyanmasinda kullanilir.
Ozellikleri

ince Grenli yapisi sayesinde ylizeye dekoratif bir gériintii verir.
Olusturdugu desen ve kalinhk ile yizeydeki hatalarini orter.
Kuruma sonrasinda olusan tabakanin genlesme kabiliyeti ylksektir.
UV isinlarina karsi dayanimi yuksektir.
Her tlrlG mineral zemin ve asfalt izerine mikemmel aderans ve yapisma saglar
Su bazli oldugu icin insan ve ¢evre dostudur.
Yag, zayif asit ve alkalilere dayanikhdir.
Yiizeye yapisma ve diflizyon kabiliyetine sahiptir.
Dogrudan uygulamaya hazirdir.

UYGULAMA PROSEDURU VE TALIMATLARI

Yiizey Hazirhgn
Uygulamaya baslamadan 6nce yiizeydeki her turli kir, toz, yag, zayif ve oynak parcaciklar, kalkan, kabaran eski uygulamalar,
¢imento serbeti gibi kalintilar temizlenmelidir.
Yiizeyde gereken temizlige gore firca, spatula gibi aletler kullanilabilir.
Yiizey astarlanmali veya saglam yiizey elde edilecek sekilde tesviye edilmelidir.
Islak ve nemli ylizeye uygulanmamalidir.
Beton ylizeylerde ylizey sertlestiricisi, kiir olusturucu Uriinler ve parafin tirevlerinin kullanildigi alanlarda yiizeyler tekrar
purizlendirilerek triin kullanilmalidir.

Uygulama Kosullar
Yeni uygulanmis malzemeyi dondan ve yagmurdan koruyunuz.

Yiizey ve ortam sicakhgi Enaz +5°C En fazla +35°C

Katlar arasi bekleme siiresi +10 °C'de ~ 15 saat
+20 °C'de ~8 saat
+30 °C'de ~6 saat

= Uygulama esnasinda ve uygulama sonrasinda zemin en az 24 saat sire ile yagmur, dolu ve kar yagisi gibi olumsuz hava
kosullarindan korunmali ve énlem alinmahdir.
= Urlin uygulandiktan sonra tam kuruma siiresi ve hafif yaya trafigine acilmasi en az 24 saattir.
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Sarfiyat
Yiizey durumuna, uygulama kalinligina, dokilme ve bosluk gibi kayiplara gore sarfiyat degisir.
Ortalama Sarfiyati 0,400 - 0,600 kg/m?
ilk kat Sarfiyati ~200 - 300 gr/m?
ikinci kat Sarfiyati ~200 - 300 gr/m?
Karistirma

Ambalajinda disuk devirli (en fazla 500 devir/dakika) mekanik bir karistirici ile karistirilabilir.
Karistirma sliresi en az 3 dakikadir.

Uygulama Sekli
Duvar dibi, baca kenari tozuyan, yanmis, yosun tutmus beton veya boyali ylizeyler MollGimer Binder astar ile astarlanir.
Astar kat kuruduktan sonra tim ylizeye Tenis Kort boyasi katlar arasi bekleme siresi dikkate alinarak kat uygulanir.
Kullanilacak Ekipmanlar ve Ekipmanlarin Temizligi

Uygulamada izolasyon fircasi, epoksi rulo, Airless (Havasiz puskirtme boyama makineleri) kullanilir.
Kullanilan alet ve ekipmanlar su ile temizlenmelidir. Tenis Kort boyasi kuruyup sertlestikten sonra ancak mekanik olarak

ylizeyden temizlenebilir.
GUVENLIK TAVSIYELERI
Uygulama esnasinda, is ve isci saghg kurallarina uygun is elbisesi, koruyucu eldiven, gézliik ve maske kullaniimalidir. Gozlere
ve cilde sicramasi durumunda derhal temiz su ile yikayiniz. Yutulmasi durumunda derhal doktora basvurulmalidir. Cocuklarin
ulasamayacaklari yerlerde depolanmalidir. Uriinlere ait malzeme giivenlik formu (MSDS) icin Moliimer’e basvurunuz.
TEKNIK BILGILER
Renk: Beyaz, kirmizi,mavi ve yesil renklerde. Tercihen beyaz renkli Tenis Kort Boyasi su bazli renk pigmentleri ile istenilen
renkte renklendirilebilir.

pH: 8,0+1,0
Yogunluk: 1.50 +0,05 kg/It
Viskozite: 15000 + 3000 cps

Ambalaj Sekli: 20 kg'lik plastik kova

Depolama Sekli ve Omrii: Serin ve kuru ortamda, direkt giines 15191 ve dondan koruyarak Ust Uste en fazla 3 adet olarak
istiflenip depolanmahdir. Uriiniin tamaminin kullanilamamasi durumunda, bir sonraki kullanim icin kova kapad: sikica
kapatilmali ve Grlinln hava almasi engellenmelidir. Depolama ¢mri Uretim tarihinden itibaren 1 yildir.

YASAL NOTLAR

Molimer Urlnleri hakkinda verilen bilgiler, uygulama ve kullanimlarina iliskin tavsiyeler; Urlinlerin dogru saklandigi,
korundugu ve uygulandigi durumlar hakkinda sahip oldugumuz tecriibe bilgi, deneyim ve iyi niyet ile verilmistir. Molimer
Urtinlerini kullanicilara Uretim hatalarina karsi glivence saglar. Verilen bu glivence uriin kalitesine yoneliktir.

Uriinlerin uygulama yiizeyleri ve uygulama alanlari cesitlilik arz etmektedir. Bu nedenle Molimer Griinlerini kullanirken
dogru UrlndG, dodru kosullarda, dogru sekilde ve dogru yerde uyguladiginizdan emin olunuz. Aksi halde olusabilecek
zararlardan ve bilgi yetersizliginden kaynaklanan uygulama hatalarindan Moliimer sorumlu degildir. is sahibi, temsilci veya
muteahhit Grlnlerin kendi kullanim amaglarina uygunlugunu kontrol etmekle sorumludur.

Uriin bilgi féylerinin giincel olanlarini temin etmek kullanicilarin sorumlulugundadir. Bu nedenle kullanicilar tiriin féylerinde
ki yayin tarihi,revizyon numarasi ve revizyon tarihini dikkate almalidirlar. Son yayinlanan Griin foyU ve kataloglar daha 6nceki
yayinlananlari gecersiz kilmaktadir.

Renkli Grtinlerde Gretim partileri arasinda ton fakhliklari olabilir.
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TENIiS KORT BOYASI / MALZEME GUVENLIK BILGi FORMU
91/155/EC Avrupa Birligi direktifi ve onun diizeltmeleri (93/112/EC,2001/58/EC) ile 11.03.2002 tarih, 24692 sayili Glivenlik

Bilgi Formlarinin Dizenlenmesine iliskin Usul ve Esaslari Tebligine uygun olarak hazirlanmistir.

URUNUN ve FIRMANIN TANIMLANMASI

Uriin Adi: MOLUMER - Tenis Kort Boyasi

Kullanim Yerleri: Tenis kortlarinda, Voleybol ve basketbol sahalarinda,Glivenlik amach yol koridorlarinin olusturulmasinda,
Bisiklet ve yaya yollarinin belirlenmesinde, Her tiirlU asfalt ve beton zeminlerin koruyucu olarak kaplanmasi ve boyamasinda,
Toplu tasima aracglarina ait parklarda, bahgelerde ve cocuk oyun sahalarinin beton ve asfalt zeminlerinin koruyucu ve
dekoratif amach boyanmasinda kullanilir.

Uretici Firma: Izotas izolasyon Tur. Sanayi ve Ticaret LTD STI.
Pancar Yolu 1700 Mt. 35870 Ayrancilar
Torbali / izmir/Tirkiye
Tel: +90232 8547113
Fax: +90232 8547114

Giivenlik hakkinda bilgi veren kesim: Ar-Ge Departmani

Yetkili kisinin e-mail adresi: info@molumer.com

TEHLIKELERIN TANIMI

Bu degerlendirme, benzer Grunler Gzerindeki mevcut bilgilere dayanmaktadir.
Diizenlemeye gore siniflandirma (EC) No 1272/2008

e GHS07 Unlem isareti

o Skin Sens. 1 H317 Allerjik deri reaksiyonuna sebep olabilir.

Directif 67/548/EEC veya Directif 1999/45/EC'ye gore siniflandirma

o Xi; Tahris edici

¢ R37/38; Solunum yollari ve deri igin tahris edici

e R41; GOze zarar verme riski

o R43; Cilde temas ile duyarliligin artmasi

e S24/25; GOz ve deri ile temasindan kagininiz.

® S20; GOz ile temasi halinde, derhal bol su ile yikayiniz ve bir doktora daniginiz.
® S37/39; Uygun elden kullaniniz ve gozleri/yiizi koruyunuz.

Diger tehlikeler: -

BiLESiM/iCERIKLER HAKKINDA BILGi
Bilesimi: Grenli, stiren akrilik esasli kopolimer.

Bilesenler Cas-no EC index-no Siniflandirma67/548/AET
Akrilik kopolimer gerekmez Xi; R36/38

Kuvars (SiO,) 14808-60-7 238-878-4 Siniflandirlmamistir
Titaniumdioksit 13463-67-7 236-675-5 Siniflandirimamistir
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iLK YARDIM ONLEMLERI

Belirtiler ve Etkileri: Olabilecek her turli stipheli durumda veya belirti gortldigiinde tibbi midahaleye basvurulmaldir.
Suursuz halde ise agizdan hicbir sey vermeyin.

Solunmasi Halinde: Kisi temiz havaya ¢ikarilmali, sicak tutulmali ve dinlendirilmelidir. Biling kaybi tehlikesi dogarsa
pozisyonu korunmali ve tibbi yardim istenmelidir.

Gozle Temasta: Derhal temiz suyla 5-10 dk yikayin. G6z kapaklarini agik tutarak tibbi yardim isteyin.

Ciltile temasta: Kirlenmis elbiseleri ¢ikartin. Cildi su ve sabun ile yikayin ya da uygun cilt temizleyicileri ile temizleyin. Cozlicu
tiner ve solvent kullanmayin.

Yutulmasi Halinde: Yutulmasi halinde derhal tibbi yardima basvurun. Kusturmayin. Agzi suyla calkalayin ve suyu azar azar
yudumlayin.

YANGINLA MUCADELE ONLEMLERI
Yangin sondiirme maddeleri: Alkole dayanikh kdpuk, karbondioksit, kuru kimyevi toz, sis halinde su tavsiye edilir. Jet
halinde su kullanmayin. Ozellikle uygun olmayan yangin séndiirme techizati yoktur.

Tehlikeler ve tavsiyeler: Yanma sirasinda kimyasal bozunma sonucu olusan karbondioksit ve karbonmonoksit gibi gazlari
teneffiis etmekten kagininiz. S6ndirme sirasinda suyla yapilan midahale ile tasinan atiklarin kanalizasyona ve topraga
karismasini 6nleyin.

KAZA SONUCU YAYILMAYA KARSI ONLEMLER
Kisisel onlemler, koruyucu donanimlar ve acil durum prosediirleri: Gereksiz kisileri sahadan uzaklastirin. Buhari

solumayin. GOz ve deri temasindan kaginin.

Cevresel 6nlemler: Kanalizasyona/Yiizeysel suya/Yeralti suyuna karismasini nleyiniz.

Toplama ve temizleme 6nlemleri ve malzemeleri: Sivi baglayici malzemeyle (Kum, diyatomit, genel baglayici, un halinde
testere talasi ) ile emdiriniz. Yeterli havalandirma saglayiniz.

KULLANIM ve DEPOLAMA

Giivenli Kullanma: Kullanilan yerde yeterli havalandirmayi saglayin. Kullanirken ambalaj kapaklarini kapali tutun. Uriiniin
kullanildigi yerde yemek ve icmek uygun degildir.

Giivenli Depolama: Normal depolama sartlarinda 6zel uyumsuzluklar bulunmaz.

MARUZ KALMA KONTROLLERI/ KiSISEL KORUMA

Uriin, cahsilan mahal ile ilgili ve kontrol edilmesi gereken sinir degerleri olan maddeleri &nemli miktarda ihtiva etmemektedir.
Proses Sartlari: GOz yikama yeri saglayin.

Teknik tedbirler: Uygun havalandirma saglayin.

Solunum aygiti: Havalandirma yeterli degilse uygun solunma koruyucusu var olmalidir.

Elleri Koruma:  Koruyucu nitril veya butil esash lastik, uzun eldiven kullanin

Gozleri Koruma: Sivi sicramasina karsin koruyucu gozluk kullanin.

Diger Koruma Yéntemleri: Koruyucu elbise giyilmelidir. isi bitirdikten sonra kirlenmis giysileri ¢ikarin ve deriyi sabun ve
suyla iyice yikayin.

FiZiKSEL ve KIMYASAL OZELLIKLER
Goruniis: Beyaz, kirmizi, yesil basta olmak lzere ¢esitli renklerde yogun likit
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NMOLUMER

Koku: Hafif akrilik

pH: 9,0+1,0
Yogunluk: 1,50+0,05 kg/It
Viskozite: 15000 =+ 3000 cps
Kaynama Noktasi: Belirlenmemistir

Parlama Noktasi: Belirlenmemistir/Kendiliginden parlamaz
Alev alabilirlik: Uygulanamaz

Patlayicilik Ozelligi: Patlama tehlikesi yoktur

Buhar basinci:  Tespit edilemiyor

Suda Coziiniirlitk: Her oranda kanstinlabilir niteliktedir
Yagda Coziniirliik: Tespit edilemiyor

Dagilim Katsayisi: Tespit edilemiyor

Buhar Yogunlugu: >1

Buharlagsma Hizi: <1
Diger Bilgiler: -

KARARLILIK ve REAKTIVITE

Reaktivite: Normal kullanim sartlarinda diger maddeler ile 6zel reaksiyon tehlikesi yoktur.

Kimyasal kararlihg:: Uriin normal kullanim ve depolama sartlarinda kararlidir.

Termik ayrisma / kaginilmasi gereken sartlar: Usuliine uygun sekilde kullanildiginda ayrisma olmaz. Kacinilmasi gereken
Ozel bir durum yoktur.

Tehlikeli tepki olasiliklari/bozunma iriinleri: Tehlikeli reaksiyonlar duyulmamistir. Ayrisimda olusan tehlikeli Uriinler
duyulmamistir.

TOKSIKOLOJIK BILGI

Akut Toksisite

Asli tahris edici etkisi ciltte: Uyarici tesiri yoktur

Asli tahris edici etkisi gozde: Tahris edici tesiri yoktur.

Duyarlilik yaratma: Cilde temasla duyarliligi arttirabilir.
Ek toksikolojik uyanlar: Uriin, AT 'nin hazirlanan maddeler icin Genel tasnif ydnetmeliklerinin hesaplama yénteminin en
son gecerli metnine gore tahris edicidir.

EKOLOJIK BILGi
Genel uyarilar

Suyu tehdit sinifi 1 (): Suyu hafif tehdit edicidir. Sulandiriimamis vaziyette ya da biiyiik miktarlarda yeralti suyuna, duran ve
akan sulara ve kanalizasyona ulasmasini dnleyiniz.

PBT: Uygulanamaz.

vPvB: Uygulanamaz.

BERTARAF BILGILERI
Ev ¢opuyle beraber tasfiye edilmesi uygun degildir. Kanalizasyona ve su yollarina ulagmasini 6nleyiniz.
Atiklar ve kullanilmis ambalajlar "Tehlikeli Kimyasallar Yonetmeligi"nin Y12 kategorisine uygun olarak bertaraf edilmelidir.

TASIMA BILGILERI

Karada nakliye ADR/RID (tehlikeli maddelerin yollarda ve trenle tasinmasi ile ilgili uluslararasi anlasma - sinir 6tesi /
yurtici)

. ADR/RID - sinifi :0zel ambalajlama ve etiketleme gerektirmemektedir.

Denizde gemi nakliyat MDG
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. MDG - sinifi : Ozel ambalajlama ve etiketleme gerektirmemektedir.
. Marine pollutant: Hayir
Hava nakliyat CAO-T ve ATA-DGR

. CAO/ ATA - sinifi : Ozel ambalajlama ve etiketleme gerektirmemektedir.

MEVZUAT BILGiSi

Kimyasal giivenlik degerlendirmesi: Bir Kimyasal gtivenlik degerlendirmesi yapilmamistir.

DIGER BILGILER
Bu guivenlik bilgi formundaki bilgiler, Kimyasal Madde Diizenlemelerinin bir gerekliligi olarak hazirlanmistir. Uriin

KISIM 1'de belirtilen amaclar disinda kullanilmamalidir. Uriiniin kullanimindaki 6zel kosullar, tedarikcinin kontrolii disinda
oldugundan, tuketici konuyla ilgili mevzuatin gerektirdiklerini saglamaktan sorumludur. Bu giivenlik bilgi formundaki
bilgiler ginimiiz milli mevzuatin olusturdugu duruma dayanmakta olup; saglik, emniyet ve cevresel bakimlardan yol
gésterir. Ozel durumlar icin teknik performans ve uygunlugu garanti edilmez.
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TENNIS COURT PAINT

Definition
Acrylic based, copolymer, high viscosity elastomeric liquid plastic coating paint.

Areas of Use

e On tennis courts,

¢ In volleyball and basketball fields,

o In the construction of road safety corridors,

e Determination of bicycle and pedestrian paths,

o All kinds of asphalt and concrete floors as protective coating and painting,

oIt is used for painting of concrete and asphalt floors of parks, gardens and children's playgrounds in public
transportation vehicles for protective and decorative purposes.

Specifications

Thanks to its fine grainy structure it gives a decorative look to the surface.

It covers the defects on the surface with the pattern and thickness it creates.

The expansion of the layer formed after drying is high.

Itis resistant to UV rays.

Provides excellent adherence and adhesion on all kinds of mineral grounds and asphalt
It is water-based and environmentally friendly.

It is resistant to weak acid, oil and alkalis.

It has adhesion and diffusion ability.

It is ready to apply directly.

APPLICATION PROCEDURE AND INSTRUCTIONS
Preparation of Surface

Before application, all kinds of dirt, dust, oil, weak and friable particles, old applications, cement slurry should be removed.
Tools such as brushes and spatulas can be used on the surface according to the required cleaning.

The surface should be primed or leveled to obtain a solid surface.

It should not be applied on wet and damp surface.

If surface hardener, curing forming products and paraffin derivatives are used on concrete surfaces, the surfaces should be
re-roughened and the product should be used.

Conditions of Application
Protect the newly applied material from frost and rain.

Temperature of Surface and Environment should be Minimum +5°Cupto+35°C
Waiting Period between layers
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~15hoursat +10°C
~8hoursat+20°C
~ 6 hoursat+30°C

e During and after the application, the floor should be protected from adverse weather conditions such as rain, hail and snow
for at least 24 hours and precautions should be taken.
o After the product is applied, it is at least 24 hours to open to full drying time and light pedestrian traffic.

Expenditure

Consumption varies according to surface condition, application thickness, losses like spill and gap.

Average consumption 0,400 - 0,600 kg / m2
Consumption of first layer :~200-300gr/m2

Consumption of second layer :~200-300gr/m2
Mixing

e [tcan be mixed in its packaging with a low speed (up to 500 rpm) mechanical mixer.
e The mixing time is at least 3 minutes.

Manner of Application
e The wall bottom, dusting, burnt, mossed concrete or painted surfaces are primed with Moliimer izolan primer.
e After the primer coat is dry, the Tennis Court Paint is applied to the whole surface by taking into consideration the waiting
time between the paint layers.

Equipment to be Used and Cleaning of Equipment
e In practice, insulation brush, epoxy roll, Airless (Airless sprayer painting machines) are used.
e Tools and equipment used must be cleaned with water and thinner. Tennis Court Paint can only be removed mechanically
from the surface after it has dried and hardened.

RECOMMENDATIONS OF SECURITY
Work clothing, protective gloves, goggles and masks must be used during the application. In case of splashes on eyes and
on skin, rinse immediately with clean water. If swallowed, seek medical advice immediately. It should be stored out of reach
of children. Refer to the Moliimer for the MSDS (Material Safety Data Sheet).

TECHNICAL INFORMATION

e Color: white, red, blue and green colors. Preferably, white Tennis Court Paint can be colored in any color with water-based
color pigments.

e PpH:80+1.0

e Density: 1.50 £ 0.05 kg /It

e Viscosity: 15000 + 3000 cps

e Packaging Type: 20 kg plastic bucket

e Storage and Life: It should be stacked and stored in a cool and dry environment, avoiding direct sunlight and frost. If the
entire product cannot be used, the bucket cap must be tightly closed for further use and the product must not ventilated.
Storage life is 12 months from production date.
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LEGAL NOTES
Recommendations on the information, practices and uses of Molumer products; The experience we have about the proper
storage, protection and application of the products is given by knowledge, experience and goodwill. Molumer products
provide users with assurance against production errors. This assurance is directed towards product quality.
The application surfaces and application areas of the products are diversified. For this reason, when using Molumer products,
make sure you apply the right product on the right conditions, in the right way and in the right place. Molumer is not
responsible for any inaccuracies that may arise from damage or inadequate information. The business owner, the
representative or the contractor is responsible for checking the suitability of the products for their own use.
It is the responsibility of the users to ensure that the product information is up-to-date. For this reason, users should take
into consideration the publication date, revision number and revision date in the product form. The recently published
product sheets and catalogs invalidate the previous publications.
Color products may have tonal differences between production parties.
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TENNIS COURT PAINT / MATERIAL SAFETY DATA SHEET

Has been prepared in accordance with the Directive 91/155 / EC of the European Union and its amendments (93/112/ EC,
2001/58 / EC) and the Communiqué on Procedures and Principles for the Preparation of Safety Data Sheets numbered
24692 on 11/03/2002.

1. DEFINITION OF PRODUCTS AND COMPANIES
Product Name: MOLUMER TENNIS COURT PAINT

Areas of Usage:

On tennis courts,

In volleyball and basketball fields,

In the construction of road safety corridors,

Determination of bicycle and pedestrian paths,

All kinds of asphalt and concrete floors as protective coating and painting,

Itis used for painting of concrete and asphalt floors of parks, gardens and children's playgrounds in public  transportation
vehicles for protective and decorative purposes.

Producer Company: izotas izolasyon Tur. INDUSTRY AND TRADE LTD.

inénii Mah. Fatih Sultan Cad. No: 40 Ayrancilar
Bag / Izmir / Turkey
Tel: 4902328547113

Fax: +902328547114

Sector giving information about security: R & D Department

E-mail address of authorized person: info@molumer.com

2.HAZARDS IDENTIFICATION

This assessment is based on information available on similar products.
Classification by arrangement (EC) No 1272/2008

+ GHS07 Exclamation point

« Skin Sens. 1 H317 May cause an allergic skin reaction.

Classification according to Directive 67/548 / EEC or Directive 1999/45 / EC
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« Xi; Irritating

+R37/38; Irritant to respiratory tract and skin

- R41; Risk of eye damage

+ R43; Increased sensitivity with skin contact

+ 524/ 25; Avoid contact with eyes and skin.

+ 520; In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.

+ S37/39; Use proper gloves and protect your eyes / face.

Other hazards: -

3. COMPOSITION / INFORMATION ON INGREDIENTS
Composition: Acrylic based copolymer.

Components Cas-no ECindex-no Classification 67/548 / EEC
No acrylic copolymer required Xi; R36 / 38
Titanium dioxide 13463-67-7 236-675-5 Not classified

Calcium carbonate 471-34-1 207-439-9
4. FIRST AID MEASURES

Symptoms and Effects: In any suspicious case or symptom that may occur, medical attention should be sought. In
unconscious state, do not give anything by mouth.

In case of inhalation: Remove to fresh air, keep warm and at rest. If danger of unconsciousness arises, its position should
be protected and medical assistance requested.

Eye to Eye: Immediately wash with clean water for 5-10 minutes. Seek medical attention, keeping mouth open.

Skin contact: Remove contaminated clothing. Wash the skin with soap and water. Clean with a suitable skin cleanser. Do
not use solvent and thinner.

Ingestion: If swallowed, seek medical advice immediately. Do not vomit. Rinse with distilled water and sip the water
gradually.

5. FIRE FIGHTING MEASURES
Yayin Tarihi :10.04.2013

Revizyon no 106
Revizyon Tarihi :23.08.2020



NMOLUMER

Fire-fighting measures: Alcohol-resistant foam, carbon dioxide, dry chemical powder, water in mist is recommended. .Do
not use water in jets. There is no suitable fire extinguishing equipment.

Hazards and Recommendations: Avoid inhalation of gases such as carbon dioxide and carbon monoxide, which are the
result of chemical decomposition during combustion. Prevent contamination of wastes transported with water by sewage
and soil during fire fighting.

6. ACCIDENTAL AGRICULTURAL PREVENTION

Personal precautions, protective equipment and emergency procedures: Remove unnecessary persons from the
scene. Breathe in water. Avoid eye and skin contact.

Environmental precautions: Prevent from sewer / superficial aquatic / underground water.

Methods for cleaning up and taking up: Absorb with liquid-binding material (sand, diatomite, general binder, sawdust).
Provide adequate ventilation.

7. USAGE AND STORAGE

Safe Handling: Provide adequate ventilation at the place of use. Keep container covers closed when in use. Food and
drink are not suitable where the product is used.

Secure Storage: There are no special incompatibilities in normal storage conditions.
8. EXPOSURE CONTROLS / PERSONAL PROTECTION

The product does not contain significant quantities of substances with limit values that must be controlled and related to
the site being studied.

Process Conditions: Provide eyewash shop.

Technical measures: Provide adequate ventilation.

Respiratory apparatus: If ventilation is insufficient, suitable respiratory protection must be present.
Hand protection: Protective nitrile or butyl rubber, use long gloves

Eye Protection: Use protective eyewear despite liquid splashes.

Other protection measures: Protective clothing should be worn. After finishing work, remove contaminated clothing and
wash thoroughly with soap and water.

9. PHYSICAL AND CHEMICAL PROPERTIES
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Color: white, red, blue and green colors. Preferably, white Tennis Court Paint can be colored in any color with water-based

color pigments.

Odor: Slight acrylic

pH: 8% 1

Density: 1,50 £ 0,05 kg / It

Viscosity: 15000 = 4000 cps

Boiling Point: Not Determined

Flash Point: Not Specified / Not self-leveling
Flammability: Not applicable
Explosiveness Feature: No explosion hazard
Steam pressure: can not be detected
Solubility in Water: Mixable every time
Resolution in Oil: Not Detected
Distribution Coefficient: Can not be determined
Vapor Density:> 1

Evaporation Rate: <1

Other informations: -

10. STABILITY AND REACTIVITY

Reactivity: No danger of special reaction with other substances under normal use conditions.

Chemical stability: The product is stable under normal use and storage conditions.

Thermal decomposition / avoidance conditions: No decomposition when used properly. There is no special

circumstance to avoid.

Hazardous reactions: No dangerous reactions known. Dangerous products in the segregation are not heard

11. TOXICOLOGICAL INFORMATION
Acute Toxicity
Primary irritant effect on skin: No irritant effect

Primary irritant effect: Not irritating.
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Sensitization: Contact with skin may increase sensitivity.

Additional toxicological information: The product is irritating to the EC according to the latest version of the calculation
method for General Regulations for Preparations.

12. ECOLOGICAL INFORMATION
General warnings

Water hazard class 1 (): The water is slightly threatening. Prevent underground water, standing and running water and
sewage from reaching undiluted or large quantities.

PBT: Not applicable.

vPvB: Not applicable.

13. DISPOSAL CONSIDERATIONS

It is not appropriate to dispose together with household garbage. Prevent access to sewers and waterways.

Wastes and used packaging must be disposed of in accordance with category Y12 of the "Hazardous Chemicals
Regulation".

14. TRANSPORT INFORMATION

Land transport ADR / RID (international agreement on the carriage of dangerous goods by road and by train - cross-border
/ domestic)

a. ADR / RID - Class: No special packaging and labeling required.

Maritime transport MDG

b. MDG - class: No special packaging and labeling required.

c. Marine pollutant: No

Air transport CAO-T and ATA-DGR

D. CAO / ATA - class: No special packaging and labeling required.

15. REGULATORY INFORMATION

Chemical safety assessment: No chemical safety assessment has been conducted.

16. OTHER INFORMATION

The information contained in this safety data sheet has been prepared as a requirement of the Chemical Substances
Regulations. The product should not be used for purposes other than those specified in PART 1. The specific conditions for
its use are outside the control of the supplier. The consumer is responsible for the relevant legislative requirements. It is
based on the situation established by national legislation and leads from health, safety and environmental care. Technical
performance and suitability for special cases are not guaranteed.
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